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Product Description 

HEYsign blockout a heavy matt coated pvc banner with a black opaque barrier in the centre. 

The banner is suitable for double-sided printing. It can be used for a variety of indoor and outdoor 

point of sale applications, billboards, tradeshows, construction sites and many other. It is suitable 

for stitching, grommeting and thermal welding. This product can be printed with Eco-solvent, 

Solvent, UV and Latex inks. 

HEYsign banners do have a fire-certificate according DIN4102, Class B1. 

 

 

Physical Properties  

 

Properties Unit Value 

Base Fabric DIN ISO 2076 100% polyester 

Yarn (W/F) DIN EN ISO 2060 550x550 dtex 

Threads DIN EN 1049-2 11/11 (K/S per cm) 

Weight DIN EN ISO 2286-2 610  g/m2  

Thickness DIN EN ISO 2286-2 ca. 0.440 mm 

Surface  White matt pvc coated 

Width cm 137 – 160 – 250 - 320 

Tensile strength DIN EN ISO 1421 2100/1900  N/2.5cm 

Tear resistance (K/S) DIN 53363  300/250N 

Welding adhesion IVK 3.13 40 N/5cm 

Printability Solvent, eco-solvent, UV, latex inks 

Durability The material is designed for outdoor use 

Flammability Fire Certificate DIN4102, Class B1  

REACH compliant Yes 

Packaging Hard Tube 

Temperature range - 30°C to + 70°C 

 
 
 

Printing guidelines 

It is recommended to handle the media with cotton gloves. Make sure that the media comes not 

into contact with grease, oil, silicon, and dirt to avoid printing defects. Insert the banner with care 

in the printers. Incorrect loading can cause skewing or creasing. Use a take-up device to prevent 

wrinkling. Allow material to adapt to room conditions for 24 hours before printing. It is 

recommended to calibrate the printer before printing and to make a test print.  

Print results will vary for different printer ink combinations. Ink restrictions and heater setting 

have to be set for specific printer ink combinations to obtain the best results.  
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Application guidelines  

Avoid folding a printed banner. Hard creases may not flatten out during installations.  

When used for banners or other hanging applications, hemming the edges is recommended.  

Standard high-tack banner tape can be used as well as sewing. If sewn, it is recommended that 

the banners are stitched hem side up so that the sewing machine comes into contact only with  

the reverse surface of the banner. When applying grommets, they should be inserted in double 

hemmed edges. Corner grommets should be placed where the length and width hems cross, so 

that the grommet goes through four layers.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Disclaimer 

All technical data and advice is based on our experience and measured testing that we believe to 

be reliable. It remains the customer’s responsibility to test our products suitability for the 

purpose intended. The quality of our products is regularly examined, upgraded and developed. 

We reserve the right, without prior notice, to adjust, upgrade and improve the chemical 

structures or physical characteristics of their products in accordance with their latest knowledge. 

 


